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2000 PSI CONCRETE
UR BETTER

SECURE THE CB-18 ANCHOR TO 2000 PSI CONCRETE OR BETTER
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é. USE ALL 8 OF THE 9/16” HOLES PROVIDED
3. USE 1/2" DIAMETER ANCHOR BOLTS WITH AN ULTIMATE TENSILE STRENGTH OF
16/089 LBS OR HIGHER. ALL ANCHOR BOLTS MUST BE IMBEDDED A MINIMUM OF 3
4, HILTI HIT HY-150/HIT-ICE ADHESIVE USING HAS-E RODS ARE SHOWN FOR REFERENCE.
USE AN EQUIVALENT OR SUPERIOR SYSTEM WHEN SUBSTITUTING
9. CONSIDERATIONS FOR WEATHER MUST BE TAKEN INTO ACCOUNT WHEN SELECTING
ANCHOR BOLTSFOR INSTALLING CB-18 ANCHORS.
6. ALWAYS FOLLOW THE ANCHOR BOLT MANUFACTURER'S INSTALLATION
INSTRUCTIONS FOR MINIMUM CONCRETE THICKNESS AND TORQUE REQUIREMENTS,
INSTALLATION INSTRUCTIENS ‘ TILE CB-18 GUARDIAN FALL
CONCRETE DECK PROTECTION
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