
Webbing: Polyester Buckles: Galvanized Steel
D-Rings: Galvanized Steel Capacity: 130-420 Lbs

SERIES 3
FULL-BODY HARNESS

TECHNICAL DATA & SELL SHEET - ISSUE 1

PROD CODE

#37100- 37258

SRL 
CONNECTOR 
LOOP
Easily connect 
SRLs while keeping 
D-ring free.

VELCRO 
LABEL COVER
Alerts user that a 
fall has occurred.

IMPACT 
INDICATORS
Protects label to 
maintain legibility

LANYARD 
KEEPERS

Safely store un- 
used lanyard leg.

RUBBER  
WEB ENDS

Folded over and 
protects against 

damage.

MULTIPLE BUCKLE CONFIGURATIONS AVAILABLE

FOR MORE INFO, PLEASE CALL 1.800.466.6385 OR VISIT GUARDIANFALL.COM

SNAP-ON 
SHOULDER 
PADDING
Adds comfort 
while working.

CAPTIVATED 
CHEST STRAP
Prevents improper 

adjustment and 
accidental slippage.

RUBBER WEB 
KEEPERS

Safely store un- 
used lanyard leg.

HEAVY-DUTY 
WAIST PAD
Padded for sturdy 
support for tools. 
Available on 
select SKUs

SPRING 
TORSO 

ADJUSTER
Easy adjustment 
in just seconds.
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Standards
• OSHA 1910     • OSHA 1926 Subpart M     • ANSI Z359.11-2014     • ANSI A10.32-2012 regulations

Applications
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l.c
om Cyclone Harness Series

Made from some or all of the following materials: polyester, nylon, galvanized steel, and aluminum.

Compliant with all OSHA 1910, OSHA 1926 Subpart M,
ANSI Z359.1-2007, and ANSI A10.32-2012 regulations.

Cyclone Harnesses are suitable for the following applications:

Custom configurations available. Not repairable.
Contact customer service for details.

For all applications: worker weight capacity range
(including all clothing, tools, and equipment) is 130-420 lbs.

Rescue/Confined Space: A Cyclone Harness may be used in Rescue/Confined Space applications. Rescue
systems function to safely recover a worker from a confined location or after exposed to a fall. There are
various configurations of Rescue systems depending on the type of rescue. Structure must withstand loads
applied in the directions permitted by the system of at least 3,000 lbs. No free fall is permitted. Applicable
D-rings: Dorsal, chest, shoulder.

Personal Fall Arrest: A Cyclone Harness may be used in Personal Fall Arrest applications as a component of a
Personal Fall Arrest System (PFAS). Structure must withstand loads applied in the directions permitted by the
system of at least 5,000 lbs. Maximum free fall is 6’, unless used in combination with equipment explicitly
certified for extended free fall. Applicable D-ring: Dorsal.

Restraint: A Cyclone Harness may be used in Restraint applications. Restraint systems prevent workers from
reaching the leading edge of a fall hazard. Always account for fully deployed length of lanyard/SRL. Structure
must withstand loads applied in the directions permitted by the system of  at least 1,000 lbs. No free fall is
permitted. Restraint systems may only be used on surfaces with slopes up to 4/12 (vertical/horizontal).
Applicable D-rings: Dorsal, Chest, Side, Shoulder.

Work Positioning: A Cyclone Harness, configured with side D-rings, may be used in Work Positioning
applications. Work Positioning systems allow a worker to be supported while in suspension and work freely
with both hands. Structure must withstand loads applied in the directions permitted by the system of at least
3,000 lbs. Maximum allowable free fall is 2’. Applicable D-rings: Side, Shoulder.

Part # Sizes Description

21064-
21067

Cyclone Construction Harness w/Pass-Through Chest Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

S, M-L,
XL, 2XL

21033-
21036

21029-
21032

S, M-L,
XL, 2XL

S, M-L,
XL, 2XL

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Quick-
Connect Buckles, & Waist Tongue Buckle

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

21052-
21055

S, M-L,
XL, 2XL

Cyclone Harness w/Pass-Through Chest Buckle & Leg Tongue Buckles

21045-
21048

S, M-L,
XL, 2XL

Cyclone Harness w/Chest & Leg Quick-Connect Buckles

21041-
21044

S, M-L,
XL, 2XL

Cyclone Harness w/Chest Quick-Connect Buckle & Leg Tongue Buckles

21082-
21083

M-L, XL
Cyclone Tower Harness w/Chest Quick-Connect Buckle, Leg Quick-Connect

Buckles, & Waist Combination Buckle

21060-
21062

21056-
21058

S, M-L, XL

S, M-L, XL

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, & Tongue Buckle Leg Buckles. No waist belt.

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, Tongue Buckle Leg & Waist Belt Buckles, & Side D-rings.

Contact Guardian Fall Protection for individual harness model UPC codes.

Always follow all manufacturer's instructions for proper adornment and use. Some steps of adorning a harness may
require assistance from another person. 

Upon completely adorning a harness, Guardian Fall Protection recommends that another person, with knowledge of the
safe and correct use of the harness, inspect to ensure the harness is being worn correctly.
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l.c
om Cyclone Harness Series

Made from some or all of the following materials: polyester, nylon, galvanized steel, and aluminum.

Compliant with all OSHA 1910, OSHA 1926 Subpart M,
ANSI Z359.1-2007, and ANSI A10.32-2012 regulations.

Cyclone Harnesses are suitable for the following applications:

Custom configurations available. Not repairable.
Contact customer service for details.

For all applications: worker weight capacity range
(including all clothing, tools, and equipment) is 130-420 lbs.

Rescue/Confined Space: A Cyclone Harness may be used in Rescue/Confined Space applications. Rescue
systems function to safely recover a worker from a confined location or after exposed to a fall. There are
various configurations of Rescue systems depending on the type of rescue. Structure must withstand loads
applied in the directions permitted by the system of at least 3,000 lbs. No free fall is permitted. Applicable
D-rings: Dorsal, chest, shoulder.

Personal Fall Arrest: A Cyclone Harness may be used in Personal Fall Arrest applications as a component of a
Personal Fall Arrest System (PFAS). Structure must withstand loads applied in the directions permitted by the
system of at least 5,000 lbs. Maximum free fall is 6’, unless used in combination with equipment explicitly
certified for extended free fall. Applicable D-ring: Dorsal.

Restraint: A Cyclone Harness may be used in Restraint applications. Restraint systems prevent workers from
reaching the leading edge of a fall hazard. Always account for fully deployed length of lanyard/SRL. Structure
must withstand loads applied in the directions permitted by the system of  at least 1,000 lbs. No free fall is
permitted. Restraint systems may only be used on surfaces with slopes up to 4/12 (vertical/horizontal).
Applicable D-rings: Dorsal, Chest, Side, Shoulder.

Work Positioning: A Cyclone Harness, configured with side D-rings, may be used in Work Positioning
applications. Work Positioning systems allow a worker to be supported while in suspension and work freely
with both hands. Structure must withstand loads applied in the directions permitted by the system of at least
3,000 lbs. Maximum allowable free fall is 2’. Applicable D-rings: Side, Shoulder.

Part # Sizes Description

21064-
21067

Cyclone Construction Harness w/Pass-Through Chest Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

S, M-L,
XL, 2XL

21033-
21036

21029-
21032

S, M-L,
XL, 2XL

S, M-L,
XL, 2XL

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Quick-
Connect Buckles, & Waist Tongue Buckle

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

21052-
21055

S, M-L,
XL, 2XL

Cyclone Harness w/Pass-Through Chest Buckle & Leg Tongue Buckles

21045-
21048

S, M-L,
XL, 2XL

Cyclone Harness w/Chest & Leg Quick-Connect Buckles

21041-
21044

S, M-L,
XL, 2XL

Cyclone Harness w/Chest Quick-Connect Buckle & Leg Tongue Buckles

21082-
21083

M-L, XL
Cyclone Tower Harness w/Chest Quick-Connect Buckle, Leg Quick-Connect

Buckles, & Waist Combination Buckle

21060-
21062

21056-
21058

S, M-L, XL

S, M-L, XL

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, & Tongue Buckle Leg Buckles. No waist belt.

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, Tongue Buckle Leg & Waist Belt Buckles, & Side D-rings.

Contact Guardian Fall Protection for individual harness model UPC codes.

Always follow all manufacturer's instructions for proper adornment and use. Some steps of adorning a harness may
require assistance from another person. 

Upon completely adorning a harness, Guardian Fall Protection recommends that another person, with knowledge of the
safe and correct use of the harness, inspect to ensure the harness is being worn correctly.
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l.c
om Cyclone Harness Series

Made from some or all of the following materials: polyester, nylon, galvanized steel, and aluminum.

Compliant with all OSHA 1910, OSHA 1926 Subpart M,
ANSI Z359.1-2007, and ANSI A10.32-2012 regulations.

Cyclone Harnesses are suitable for the following applications:

Custom configurations available. Not repairable.
Contact customer service for details.

For all applications: worker weight capacity range
(including all clothing, tools, and equipment) is 130-420 lbs.

Rescue/Confined Space: A Cyclone Harness may be used in Rescue/Confined Space applications. Rescue
systems function to safely recover a worker from a confined location or after exposed to a fall. There are
various configurations of Rescue systems depending on the type of rescue. Structure must withstand loads
applied in the directions permitted by the system of at least 3,000 lbs. No free fall is permitted. Applicable
D-rings: Dorsal, chest, shoulder.

Personal Fall Arrest: A Cyclone Harness may be used in Personal Fall Arrest applications as a component of a
Personal Fall Arrest System (PFAS). Structure must withstand loads applied in the directions permitted by the
system of at least 5,000 lbs. Maximum free fall is 6’, unless used in combination with equipment explicitly
certified for extended free fall. Applicable D-ring: Dorsal.

Restraint: A Cyclone Harness may be used in Restraint applications. Restraint systems prevent workers from
reaching the leading edge of a fall hazard. Always account for fully deployed length of lanyard/SRL. Structure
must withstand loads applied in the directions permitted by the system of  at least 1,000 lbs. No free fall is
permitted. Restraint systems may only be used on surfaces with slopes up to 4/12 (vertical/horizontal).
Applicable D-rings: Dorsal, Chest, Side, Shoulder.

Work Positioning: A Cyclone Harness, configured with side D-rings, may be used in Work Positioning
applications. Work Positioning systems allow a worker to be supported while in suspension and work freely
with both hands. Structure must withstand loads applied in the directions permitted by the system of at least
3,000 lbs. Maximum allowable free fall is 2’. Applicable D-rings: Side, Shoulder.

Part # Sizes Description

21064-
21067

Cyclone Construction Harness w/Pass-Through Chest Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

S, M-L,
XL, 2XL

21033-
21036

21029-
21032

S, M-L,
XL, 2XL

S, M-L,
XL, 2XL

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Quick-
Connect Buckles, & Waist Tongue Buckle

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

21052-
21055

S, M-L,
XL, 2XL

Cyclone Harness w/Pass-Through Chest Buckle & Leg Tongue Buckles

21045-
21048

S, M-L,
XL, 2XL

Cyclone Harness w/Chest & Leg Quick-Connect Buckles

21041-
21044

S, M-L,
XL, 2XL

Cyclone Harness w/Chest Quick-Connect Buckle & Leg Tongue Buckles

21082-
21083

M-L, XL
Cyclone Tower Harness w/Chest Quick-Connect Buckle, Leg Quick-Connect

Buckles, & Waist Combination Buckle

21060-
21062

21056-
21058

S, M-L, XL

S, M-L, XL

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, & Tongue Buckle Leg Buckles. No waist belt.

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, Tongue Buckle Leg & Waist Belt Buckles, & Side D-rings.

Contact Guardian Fall Protection for individual harness model UPC codes.

Always follow all manufacturer's instructions for proper adornment and use. Some steps of adorning a harness may
require assistance from another person. 

Upon completely adorning a harness, Guardian Fall Protection recommends that another person, with knowledge of the
safe and correct use of the harness, inspect to ensure the harness is being worn correctly.
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l.c
om Cyclone Harness Series

Made from some or all of the following materials: polyester, nylon, galvanized steel, and aluminum.

Compliant with all OSHA 1910, OSHA 1926 Subpart M,
ANSI Z359.1-2007, and ANSI A10.32-2012 regulations.

Cyclone Harnesses are suitable for the following applications:

Custom configurations available. Not repairable.
Contact customer service for details.

For all applications: worker weight capacity range
(including all clothing, tools, and equipment) is 130-420 lbs.

Rescue/Confined Space: A Cyclone Harness may be used in Rescue/Confined Space applications. Rescue
systems function to safely recover a worker from a confined location or after exposed to a fall. There are
various configurations of Rescue systems depending on the type of rescue. Structure must withstand loads
applied in the directions permitted by the system of at least 3,000 lbs. No free fall is permitted. Applicable
D-rings: Dorsal, chest, shoulder.

Personal Fall Arrest: A Cyclone Harness may be used in Personal Fall Arrest applications as a component of a
Personal Fall Arrest System (PFAS). Structure must withstand loads applied in the directions permitted by the
system of at least 5,000 lbs. Maximum free fall is 6’, unless used in combination with equipment explicitly
certified for extended free fall. Applicable D-ring: Dorsal.

Restraint: A Cyclone Harness may be used in Restraint applications. Restraint systems prevent workers from
reaching the leading edge of a fall hazard. Always account for fully deployed length of lanyard/SRL. Structure
must withstand loads applied in the directions permitted by the system of  at least 1,000 lbs. No free fall is
permitted. Restraint systems may only be used on surfaces with slopes up to 4/12 (vertical/horizontal).
Applicable D-rings: Dorsal, Chest, Side, Shoulder.

Work Positioning: A Cyclone Harness, configured with side D-rings, may be used in Work Positioning
applications. Work Positioning systems allow a worker to be supported while in suspension and work freely
with both hands. Structure must withstand loads applied in the directions permitted by the system of at least
3,000 lbs. Maximum allowable free fall is 2’. Applicable D-rings: Side, Shoulder.

Part # Sizes Description

21064-
21067

Cyclone Construction Harness w/Pass-Through Chest Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

S, M-L,
XL, 2XL

21033-
21036

21029-
21032

S, M-L,
XL, 2XL

S, M-L,
XL, 2XL

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Quick-
Connect Buckles, & Waist Tongue Buckle

Cyclone Construction Harness w/Chest Quick-Connect Buckle, Leg Tongue
Buckles, & Waist Tongue Buckle

21052-
21055

S, M-L,
XL, 2XL

Cyclone Harness w/Pass-Through Chest Buckle & Leg Tongue Buckles

21045-
21048

S, M-L,
XL, 2XL

Cyclone Harness w/Chest & Leg Quick-Connect Buckles

21041-
21044

S, M-L,
XL, 2XL

Cyclone Harness w/Chest Quick-Connect Buckle & Leg Tongue Buckles

21082-
21083

M-L, XL
Cyclone Tower Harness w/Chest Quick-Connect Buckle, Leg Quick-Connect

Buckles, & Waist Combination Buckle

21060-
21062

21056-
21058

S, M-L, XL

S, M-L, XL

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, & Tongue Buckle Leg Buckles. No waist belt.

Cyclone Harness. Black/Orange w/Silver Reflective Webbing,
Quick-Connect Chest, Tongue Buckle Leg & Waist Belt Buckles, & Side D-rings.

Contact Guardian Fall Protection for individual harness model UPC codes.

Always follow all manufacturer's instructions for proper adornment and use. Some steps of adorning a harness may
require assistance from another person. 

Upon completely adorning a harness, Guardian Fall Protection recommends that another person, with knowledge of the
safe and correct use of the harness, inspect to ensure the harness is being worn correctly.

Personal Fall Arrest: A Series 3 Harness 
may be used in Personal Fall Arrest 
applications as a component of a 
Personal Fall Arrest System (PFAS). 
Structure must withstand loads applied 
in the directions permitted by the system 
of at least 5,000 lbs. Maximum free fall 
is 6’, unless used in combination with 
equipment explicitly certified for extended 
free fall. Applicable D-ring: Dorsal.

Restraint: A Series 3 Harness may be 
used in Restraint applications. Restraint 
systems prevent workers from reaching 
the leading edge of a fall hazard. Always 
account for fully deployed length of 
lanyard/SRL. Structure must withstand 
loads applied in the directions permitted 
by the system of at least 1,000 lbs. No free 
fall is permitted. Restraint systems may 
only be used on surfaces with slopes up 
to 4/12 (vertical/horizontal). Applicable 
D-rings: Dorsal, Chest, Side, & Shoulder. 

Work Positioning: A Series 3 Harness, 
configured with side D-rings, may be used 
in Work Positioning applications. Work 
Positioning systems allow a worker to 
be supported while in suspension and 
work freely with both hands. Structure 
must withstand loads applied in the 
directions permitted by the system of 
at least 3,000 lbs. Maximum allowable 
free fall is 2’. Applicable D-rings: Side.

Rescue/Confined Space: A Series 3 
Harness may be used in Rescue/Confined 
Space applications. Rescue systems 
function to safely recover a worker from 
a confined location or after exposed to 
a fall. There are various configurations 
of Rescue systems depending on the 
type of rescue. Structure must withstand 
loads applied in the directions permitted 
by the system of at least 3,000 lbs. 
No free fall is permitted. Applicable 
D-rings: Dorsal, Chest, & Shoulder.

Made from some or all of the following materials: polyester 
and galvanized steel. 

Always follow all manufacturer’s instructions for proper 
adornment and use. Some steps of adorning a harness may 
require assistance from another person.

Upon completely adorning a harness, Guardian Fall Protection 
recommends that another person, with knowledge of the safe 
and correct use of the harness, inspect to ensure the harness 
is being worn correctly.

VISIT

GUARDIANFALL.COM

FOR MORE INFO, PLEASE CALL 1.800.466.6385 OR VISIT GUARDIANFALL.COM

PROD CODE

#37100- 37258



SERIES 3
FULL-BODY HARNESS

INDIVIDUAL PRODUCT CODES

FOR MORE INFO, PLEASE CALL 1.800.466.6385 OR VISIT GUARDIANFALL.COM

Custom configurations available. Not repairable. 
Contact customer service  
for details.

PROD CODE

#37100- 37258

Prod. Code Description Size User Weight

37100 Chest & Leg Pass-Through Buckles XS-S 130-420 lbs

37101 Chest & Leg Pass-Through Buckles M-L 130-420 lbs

37102 Chest & Leg Pass-Through Buckles XL-XXL 130-420 lbs

37104 Chest Pass-Through & Leg Tongue Buckles XS-S 130-420 lbs

37105 Chest Pass-Through & Leg Tongue Buckles M-L 130-420 lbs

37106 Chest Pass-Through & Leg Tongue Buckles XL-XXL 130-420 lbs

37108 Chest & Leg Pass-Through Buckles with Side D-Rings XS-S 130-420 lbs

37109 Chest & Leg Pass-Through Buckles with Side D-Rings  M-L 130-420 lbs

37110 Chest & Leg Pass-Through Buckles with Side D-Rings  XL-XXL 130-420 lbs

37112 Chest Pass-Through & Leg Tongue Buckles with Side D-Rings XS-S 130-420 lbs

37113 Chest Pass-Through & Leg Tongue Buckles with Side D-Rings M-L 130-420 lbs

37114 Chest Pass-Through & Leg Tongue Buckles with Side D-Rings XL-XXL 130-420 lbs

37116 Chest Quick-Connect & Leg Tongue Buckles XS-S 130-420 lbs

37117 Chest Quick-Connect & Leg Tongue Buckles M-L 130-420 lbs

37118 Chest Quick-Connect & Leg Tongue Buckles XL-XXL 130-420 lbs

37120 Chest Quick-Connect & Leg Tongue Buckles with Side D-Rings XS-S 130-420 lbs

37121 Chest Quick-Connect & Leg Tongue Buckles with Side D-Rings M-L 130-420 lbs

37122 Chest Quick-Connect & Leg Tongue Buckles with Side D-Rings XL-XXL 130-420 lbs

37124 Chest Quick-Connect & Leg Tongue Buckles with a Sternal D-Ring XS-S 130-420 lbs

37125 Chest Quick-Connect & Leg Tongue Buckles with a Sternal D-Ring M-L 130-420 lbs

37126 Chest Quick-Connect & Leg Tongue Buckles with a Sternal D-Ring XL-XXL 130-420 lbs

37128 Chest Quick-Connect & Leg Tongue Buckles with Side & Sternal D-Rings XS-S 130-420 lbs

37129 Chest Quick-Connect & Leg Tongue Buckles with Side & Sternal D-Rings M-L 130-420 lbs

37130 Chest Quick-Connect & Leg Tongue Buckles with Side & Sternal D-Rings XL-XXL 130-420 lbs

37132 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings XS-S 130-420 lbs

37133 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings M-L 130-420 lbs

37134 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings XL-XXL 130-420 lbs



PROD CODE

#37100- 37258

SERIES 3
FULL-BODY HARNESS

INDIVIDUAL PRODUCT CODES

FOR MORE INFO, PLEASE CALL 1.800.466.6385 OR VISIT GUARDIANFALL.COM

Custom configurations available. Not repairable. 
Contact customer service  

for details.

Prod. Code Description Size User Weight

37136 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Side D-Rings XS-S 130-420 lbs

37137 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Side D-Rings M-L 130-420 lbs

37138 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Side D-Rings XL-XXL 130-420 lbs

37140 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings XS-S 130-420 lbs

37141 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings M-L 130-420 lbs

37142 Chest Quick-Connect & Leg Tongue Buckles with Shoulder & Sternal D-Rings XL-XXL 130-420 lbs

37144 Chest Quick-Connect & Leg Tongue Buckles with Shoulder, Side, & Sternal D-Rings XS-S 130-420 lbs

37145 Chest Quick-Connect & Leg Tongue Buckles with Shoulder, Side, & Sternal D-Rings  M-L 130-420 lbs

37146 Chest Quick-Connect & Leg Tongue Buckles with Shoulder, Side, & Sternal D-Rings  XL-XXL 130-420 lbs

37148 Chest & Leg Quick-Connect Buckles  XS-S 130-420 lbs

37149 Chest & Leg Quick-Connect Buckles M-L 130-420 lbs

37150 Chest & Leg Quick-Connect Buckles XL-XXL 130-420 lbs

37152 Chest & Leg Quick-Connect Buckles with Side D-Rings XS-S 130-420 lbs

37153 Chest & Leg Quick-Connect Buckles with Side D-Rings M-L 130-420 lbs

37154 Chest & Leg Quick-Connect Buckles with Side D-Rings XL-XXL 130-420 lbs

37156 Chest & Leg Quick-Connect Buckles with a Sternal D-Ring XS-S 130-420 lbs

37157 Chest & Leg Quick-Connect Buckles with a Sternal D-Ring M-L 130-420 lbs

37158 Chest & Leg Quick-Connect Buckles with a Sternal D-Ring XL-XXL 130-420 lbs

37160 Chest & Leg Quick-Connect Buckles with Side & Sternal D-Rings XS-S 130-420 lbs

37161 Chest & Leg Quick-Connect Buckles with Side & Sternal D-Rings M-L 130-420 lbs

37162 Chest & Leg Quick-Connect Buckles with Side & Sternal D-Rings XL-XXL 130-420 lbs

37164 Chest & Leg Quick-Connect Buckles with Shoulder D-Rings XS-S 130-420 lbs

37165 Chest & Leg Quick-Connect Buckles with Shoulder D-Rings M-L 130-420 lbs

37166 Chest & Leg Quick-Connect Buckles with Shoulder D-Rings XL-XXL 130-420 lbs

37168 Chest & Leg Quick-Connect Buckles with Shoulder & Side-D-Rings XS-S 130-420 lbs

37169 Chest & Leg Quick-Connect Buckles with Shoulder & Side-D-Rings M-L 130-420 lbs

37170 Chest & Leg Quick-Connect Buckles with Shoulder & Side-D-Rings XL-XXL 130-420 lbs



SERIES 3
FULL-BODY HARNESS

INDIVIDUAL PRODUCT CODES

FOR MORE INFO, PLEASE CALL 1.800.466.6385 OR VISIT GUARDIANFALL.COM

Custom configurations available. Not repairable. 
Contact customer service  
for details.

PROD CODE

#37100- 37258

Prod. Code Description Size User Weight

37172 Chest & Leg Quick-Connect Buckles with Shoulder & Sternal D-Rings XS-S 130-420 lbs

37173 Chest & Leg Quick-Connect Buckles with Shoulder & Sternal D-Rings M-L 130-420 lbs

37174 Chest & Leg Quick-Connect Buckles with Shoulder & Sternal D-Rings XL-XXL 130-420 lbs

37176 Chest & Leg Quick-Connect Buckles with Shoulder, Side, & Sternal D-Rings XS-S 130-420 lbs

37177 Chest & Leg Quick-Connect Buckles with Shoulder, Side, & Sternal D-Rings M-L 130-420 lbs

37178 Chest & Leg Quick-Connect Buckles with Shoulder, Side, & Sternal D-Rings XL-XXL 130-420 lbs

37180 Chest & Leg Pass-Through Buckles, & Waist Pad XS-S 130-420 lbs

37181 Chest & Leg Pass-Through Buckles, & Waist Pad M-L 130-420 lbs

37182 Chest & Leg Pass-Through Buckles, & Waist Pad XL-XXL 130-420 lbs

37184 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad XS-S 130-420 lbs

37185 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad M-L 130-420 lbs

37186 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad XL-XXL 130-420 lbs

37188 Chest & Leg Pass-Through Buckles, & Waist Pad with Side D-Rings XS-S 130-420 lbs

37189 Chest & Leg Pass-Through Buckles, & Waist Pad with Side D-Rings M-L 130-420 lbs

37190 Chest & Leg Pass-Through Buckles, & Waist Pad with Side D-Rings XL-XXL 130-420 lbs

37192 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad with Side-D-Rings XS-S 130-420 lbs

37193 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad with Side-D-Rings M-L 130-420 lbs

37194 Chest Pass-Through, Leg Tongue Buckles, & Waist Pad with Side-D-Rings XL-XXL 130-420 lbs

37196 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad XS-S 130-420 lbs

37197 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad M-L 130-420 lbs

37198 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad XL-XXL 130-420 lbs

37200 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side D-Rings XS-S 130-420 lbs

37201 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side D-Rings M-L 130-420 lbs

37202 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side D-Rings XL-XXL 130-420 lbs

37204 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with a Sternal D-Ring XS-S 130-420 lbs

37205 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with a Sternal D-Ring M-L 130-420 lbs

37206 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with a Sternal D-Ring XL-XXL 130-420 lbs
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37208 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side & Sternal D-RIngs XS-S 130-420 lbs

37209 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side & Sternal D-RIngs M-L 130-420 lbs

37210 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Side & Sternal D-RIngs XL-XXL 130-420 lbs

37212 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder D-Rings XS-S 130-420 lbs

37213 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder D-Rings M-L 130-420 lbs

37214 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder D-Rings XL-XXL 130-420 lbs

37216 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Side D-Rings XS-S 130-420 lbs

37217 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Side D-Rings  M-L 130-420 lbs

37218 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Side D-Rings  XL-XXL 130-420 lbs

37220 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Sternal D-Rings XS-S 130-420 lbs

37221 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Sternal D-Rings M-L 130-420 lbs

37222 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder & Sternal D-Rings XL-XXL 130-420 lbs

37224 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings XS-S 130-420 lbs

37225 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings M-L 130-420 lbs

37226 Chest Quick-Connect, Leg Tongue Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings XL-XXL 130-420 lbs

37228 Chest & Leg Quick-Connect Buckles, & Waist Pad XS-S 130-420 lbs

37229 Chest & Leg Quick-Connect Buckles, & Waist Pad M-L 130-420 lbs

37230 Chest & Leg Quick-Connect Buckles, & Waist Pad XL-XXL 130-420 lbs

37232 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side D-Rings XS-S 130-420 lbs

37233 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side D-Rings M-L 130-420 lbs

37234 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side D-Rings XL-XXL 130-420 lbs

37236 Chest & Leg Quick-Connect Buckles, & Waist Pad with a Sternal D-Ring XS-S 130-420 lbs

37237 Chest & Leg Quick-Connect Buckles, & Waist Pad with a Sternal D-Ring M-L 130-420 lbs

37238 Chest & Leg Quick-Connect Buckles, & Waist Pad with a Sternal D-Ring XL-XXL 130-420 lbs

37240 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side & Sternal D-Rings XS-S 130-420 lbs

37241 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side & Sternal D-Rings M-L 130-420 lbs

37242 Chest & Leg Quick-Connect Buckles, & Waist Pad with Side & Sternal D-Rings XL-XXL 130-420 lbs
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37244 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder D-Rings XS-S 130-420 lbs

37245 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder D-Rings M-L 130-420 lbs

37246 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder D-Rings XL-XXL 130-420 lbs

37248 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Side D-Rings XS-S 130-420 lbs

37249 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Side D-Rings M-L 130-420 lbs

37250 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Side D-Rings XL-XXL 130-420 lbs

37252 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Sternal D-Rings XS-S 130-420 lbs

37253 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Sternal D-Rings  M-L 130-420 lbs

37254 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder & Sternal D-Rings  XL-XXL 130-420 lbs

37256 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings XS-S 130-420 lbs

37257 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings M-L 130-420 lbs

37258 Chest & Leg Quick-Connect Buckles, & Waist Pad with Shoulder, Side, & Sternal D-Rings XL-XXL 130-420 lbs


