
Part# Size Description Weight

11900 4½’ - 6’ Tiger Tail Stretch Lanyard – Single Leg w/ Snap Hook 2.30

11901 4½’ - 6’ Tiger Tail Stretch Lanyard – Double Leg w/ Snap Hooks 3.90

11902 4½’ - 6’ Tiger Tail Stretch Lanyard – Single Leg w/ Rebar Hook 3.00

11903 4½’ - 6’ Tiger Tail Stretch Lanyard – Double Leg w/ Rebar Hooks 5.00

01295 4½’ - 6’ Shock Absorbing Stretch Lanyard – Single Leg 2.30

01296 4½’ - 6’ Shock Absorbing Stretch Lanyard – Double Leg 3.90

01297 4½’ - 6’ Shock Absorbing Stretch Lanyard – Single Leg w/ Rebar Hook 3.00

01298 4½’ - 6’ Shock Absorbing Stretch Lanyard – Double Leg w/ Rebar Hooks 5.00

11211 4½’ - 6’ Stretch Lanyard  – Single Leg w/ Black Tube & High Strength Snap Hooks

11212 4½’ - 6’ Stretch Lanyard  – Double Leg w/ Black Tube, Rebar Hooks, Snap Hook & D-ring Extender

11213 4½’ - 6’ Stretch Lanyard  – Single Leg w/ Black Tube, High Strength Rebar Hook & Snap Hook
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BUNGEE STYLE LANYARDS
Shock Absorbing Stretch Lanyards m 
Our Stretch Lanyards help to reduce trip hazards by stretching 
from 4½’ to 6’. The stretch design lessens the potential of 
tripping, dragging and snagging during work. Available in 
many different styles including single leg or double leg for fall 
arrest and fall restraint.

The sewn in stretch design eliminates the need for a shock 
pack making this lanyard lightweight and easy to inspect. 
Compliant with ANSI Z359-2007.

Tiger Tail Stretch Lanyards m
Our Tiger Tail Stretch lanyard helps to reduce trip hazards by 
stretching from 4½’ to 6’. This lanyard has been tested to 
reduce fall forces to fewer than 900 lb. The shock pack helps 
to create one of the most consistent deployment rates of any 
stretch lanyard on the market.
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