Operations and Instruction Manual
Cable Plate Anchorage - Model # ?????
Portable Concrete Anchorage Connector
ANSI Z359.1 5,000 lbs / 22kn

Made in the USA

IMPORTANT!!
All persons using this equipment must read and understand all instructions. Failure to do so may result in serious
injury or death. If a fall occurs, this anchor must be disposed of according to the manufacturer instruction. Users
should be familiar with pertinent regulations governing this equipment. All individuals who use this product must be
correctly instructed on how to use this device.

APPLICATIONS
Cable Plate anchor is used in concrete
substrate only. DO NOT use in steel, wood or any other substrate.
This product is used in concrete only.
Cable Plate can be placed in:
* Overhead / ceiling surfaces Only

USE: This anchorage connector is designed to use for fall protection Only.

REQUIREMENTS
1. Follow all manufacturer’s instructions with this device. Only trained professional personnel should
install, maintain, inspect and use this product and its components or other personal protective
equipment in conjunction with this product.
2. Do not use this device if its components are damaged, cracked, broken or have any deformation to its
structure. Do not use device if it does not operate smoothly or freely.
3. OSHA requires that any personal fall arrest system and all the components in the system be removed
from service and destroyed if a fall has occurred loading this device.
4. This product is not designed to be repaired or altered in any way. The unit must be removed from
service.
5. Do not use incompatible connectors with this device. Use only self-locking snap hooks or carabiners
that meet ANSI 359.1 requirements. Only use connectors that are designed for each application.
Ensure that all connectors are fully closed and in the locked position. Connectors strength must meet
the 5,000 lb requirement.
6. All personal fall arrest systems must meet all applicable state, federal, city, OSHA and ANSI
requirements and any other regulating government body. It is the responsibility of the employer to
regulate its worker and make sure all laws are being complied with concerning this device.
7. This anchorage point attachment must be identified by a qualified or competent person by means of
support of a worker. For fall arrest, the anchor point must meet the 5,000 lb requirement per single
user. It is the responsibility of the user and employer that the concrete can meet the anchor
requirements and the proper anchoring techniques be used with this device. See page 5 & 6 for
required details on how to use this device.
8. This anchor point must be used with care. Determining the proper placement of this device must take
in consideration and be applied so that in combination along with an lanyard that the user will not be
allowed to free fall more that 6 feet (1.8 M) . Make sure the fall path is clear of obstructions and no
swing falls occur.
9. The structure or substrate that this device is anchored to must meet the capabilities of withstanding
the 5,000 lb static load capacity per person (5,000 lbs for one person).
10. Pregnant women and minors must not use this product.
11. Designed safe working load is 400 LBS (149.3 kg) do not exceed this weight.
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Do not work above anchorage point
Anchorage connector

Max fall distance 6’

Shock absorbing lanyard

Work Surface

Consider D-ring stretch
distance and deceleration
distances from shock absorbers
and make sure you obtain a 3’
clearance.
2’ Clearance

Obstruction/Deck/Floor/Ground

Swing Fall Obstacle - Danger

Swing Fall

Swing fall can occur when the worker is not
directly under the anchorage point. Avoid a
swing fall by working directly underneath
your anchorage point. Swing falls can
jeopardize the clearance required with
retractable, shock absorbing lanyards and
other sub-systems of your fall protection
system. Avoid swing fall at all circumstances.
Swing falls can cause serous injury or death.

Danger: Avoid swing falls
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Drilling for Fall Protection
This product is to be used by qualified fall protection personnel only. It is to
be anchored in accordance with manufacturer’s requirements in overhead
substrate only. Do not anchor in uncured/wet concrete.

This anchor can ONLY be used as an overhead anchor. The unit must be
inserted through the deck or substrate above so it can be accessed from the
lower level work area. This anchor can only be used as an overhead anchorage
connector.
WARNING: You can not use this anchor for any application other than those
described above.

WARNING DO NOT use in wet or uncured concrete. Use in normal weight
concrete with a compression strength at least 3,000 PSI (20.7 MPa) Use for Fall
Protection Only.










Concrete substrate must be a minimum of 4” thick.
Use in a horizontal surface ONLY.
The hole diameter needs to be between 1-5/8” to 1-3/4”
The hole needs to be drilled through the substrate.
The unit must be inserted completely through the hole so the steel plate lies
flat and flush with the deck surface.
The holes must be located at least 12” from any edge or corner.
Can be used between steel flanges or grates that can support 5,000 lbs.
Steel flanges must be narrow so the plate can not slip through.

OSHA regulations require that any hole on a floor or deck 2” or bigger must be
securely covered at all times. It’s best to keep the hole no larger that 1-3/4” to
avoid this regulation.
NOTE:
Pre-placed PVC tubing can be used in the deck prior to pouring of
the concrete to eliminate the need to drill holes. The PVC tubing must have an
OD between 1-5/8” and 1-3/4”diameter. Once the concrete is cured you knock
out the PVC insert through the deck.
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1-3/4” hole
Cable hanging through floor .

Plate lying flat on concrete floor.

These pictures show the cable anchor in use. Take a 1-3/4” OD PVC pipe and embed it into the concrete during pouring. Once concrete is dry you can push the PVC through and you have you hole
for the cable plate.

LABELING
The following labels must remain affixed to this product
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INSPECTION AND MAINTAINANCE LOG
DATE OF MANUFACTURE: _________________________________________________
MODEL NUMBER: _________________________________________________________
DATE PURCHASED: ________________________________________________________

Date

Pass

Fail

Guardian Fall Protection

Corrective Action

Name of Inspector

PH: 1-800-466-6385 FX: 1-800-670-7892

Signature

www.guardianfall.com
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